COMMUTE
WITH STYLE
NEW
QUADRO3 EDELWEISS

PURE SAFETY.
PURE FUN.
Adventure meets comfort and safety: The new Edelweiss version transforms the Quadro3 into a vehicle
that can adapt to any environment. In the city, it stands
out for its sporting attitude and that special look that
is impossible not to notice, while outside the city it
blends perfectly into the landscape, without any worry
of bumpy roads or off-road trails.

Whatever the field of play, the Quadro3 Edelweiss was born to take its
rider anywhere, any day of the year. The revolutionary HTS (Hydraulic
Tilting System™) technology, combined with a series of Adventure
accessories, make the vehicle suitable for even the most challenging
routes. In addition, the low centre of gravity and low weight ensure safe
driving and excellent comfort. It is not just a “vehicle,” but a reliable
and fun travel companion. The HTS allows the Quadro3’s two front
wheels to tilt simultaneously, ensuring instinctive driving precision and
optimal balance, even in demanding situations with bumpy roads,
tracks, cobblestones, puddles and icy roads.
The brilliant 350 cc engine, two 14-inch front wheels and the All Wheel
Breaking System (AWBS) gives the Quadro3 Edelweiss excellent
stability, allowing it to easily overcome any obstacles on its way and
safely dodge through peak hour traffic. In the large Quadro3 Edelweiss
underseat compartment there is room for two demi-jet helmets or a
large bag. There are two storage compartments, one of which has a 12
Volt socket.Quadro3 Edelweiss is available in the new limited-edition
Matt Green colour, while the Edelweiss Kit accessories are available for
the entire Quadro3 range.
In Europe, you can ride the Quadro3 Edelweiss with an automobile
driving license.

QUADRO3 EDELWEISS
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2 Skid plate

1 Adjustable windscreen
with navigator holder

3 Hand protection
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4 42L Aluminium Top Case
plus fastening plate

5 Headlight protection grid
6 LED projectors
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TECHNICAL SPECIFICATIONS

quadrovehicles.com

Quadro4 specifications and data are subject to change without notice
to improve reliability, function or design.

Engine

Type
Displacement
Bore x Stroke
Cooling system
Timing
Maximum power
Maximum torque
Fuel supply
Lubrication
Ignition
Clutch
Final Transmission
Homologation
Consumption

Single cylinder, 4 stroke, 4 valve
346cc
82 x 65.6 (mm)
Liquid
SOHC, single overhead cam - silenced chain
21.2 kW @ 7000 rpm
31.8 Nm @ 5500 rpm
Electronic injection
Trochoid pump, wet-sump
Electronic
Automatic dry centrifugal
CVT – continuous variable transmission with V-Belt
Euro 4 - L5e-A
4.1 l/100km (homologation data WMTC)

Chassis

Frame
Front suspension
Rear suspension

Steel tubes
HTS Hydraulic Tilting System™
(hydro-pneumatic tilting suspension)
Dual dampers - wheel travel of 100 mm

Front brakes
Rear brakes
Fuel capacity
Front tires
Rear tires
Front rims
Rear rims

Two discs with Ø 240 mm - hydraulic caliper
Single disc with Ø 256 mm - hydraulic caliper
13.2 litres
110/80 - 14 M/C 53P
140/70 - 15 M/C 69P
2.75 x 14 inches
3.75 x 15 inches

Height
Length
Seat height
Wheelbase
Track width front
Steering angle
Tilting angle
Dry Weight

1310 mm
2270 mm
810 mm
1560 mm
550 mm
35°
Up to 45 degrees
200 Kg

Dimensions

